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We want to thank you fo r selecti ng this prod uct and
to welcome you to the growing family of satisfied
Technics product owners around the world.
We feel certain you will get maximum enjoyment
from this new addition to your home.
Please read these operating instructions carefully,
and be sure to keep them handy for convenient
reference.

PRODUCT SERVICE

I Warning concerning removal ol covers
This unit should be serviced by qualified technicians only.
No service information is provided for customers.
Should your "Technics" product ever require servicing, refer
to the Directory of Authorized Service Centers or your fran-
chised "Technics" dealer for detailed instructions.

I Location ol serial number
You will find the serial number located at the back of the unit.

The model number of this product may be found on the back of tlre unit; and the serial number on the label affixed to the
back of the unit.
You should note the model and serial numbers of this unit in the space provided, and retain this booklet as a permanent

record of your purchase to aid in identification in the event of theft.

MODEL NUMBER SERIAL NUMBER

WARNING:
TO PREVENT FIRE OR SHOCK HAZARD, DO NOT EXPOSE THIS PRODUCT TO RAIN OR
MOISTURE.



TECHNICAL SPECI FICATIONS

(tHF',78)

AMPLIFIER SECTION

Rated minimum sine wave RMS power output

1 kHz continuous power output
both channels driven
0.040/o total harmonic distortion

Dynamic headroom
Total harmonic disiortion (B ohms)

rated power al 20 Hz-20 kHz
rated power at 30 Hz-20 kHz
rated power al 40 Hz-20 kHz
half power at 20 Hz-2O kHz
half power at 30 Hz-20 kHz
half power at 40 Hz-20 kHz
hall power at 1 kHz

SMPTE intermodulation distortion
Frequency response

PHONO
TUNER, AUX, TAPE

PHONO
TAPE
TAPE 1,2
PHONO
TUNER, AUX, TAPE

Maximum input voliage PHONO
lnput impedance PHONO

Tone controls

TAPE
TAPE 1,2
BASS
TREBLE

High lilter
Loudness control (volume at 30 dB)
Output voltage REC OUT
Low lrequency damping factor

Load impedance MAIN or REMOTE
MAIN and REMOTE

sA-303

20Hz-20kHz
both channels driven
0.04% total harmonic
distortion
40W per channel
(8 ohms)

45W per channel
47Vl per channel
1.4 dB

0.04o/o

sA-202

30Hz-20kHz
both channels driven
O.O4ok total harmonic
distortion
30W per channel
(8 ohms)

32W per channel
34W per channel
1.4 dB

sA-101

40Hz-20kHz
both channels driven
0.04o/o total harmonic
distortion
18W per channel
(8 ohms)

19W per channel
20W per channel
1.4 dB

(8 ohms)
(4 ohms)
(B ohms)

(8 ohms)

RIAA standard curve
-1 dB

20 Hz-20 k9z

50 Hz
20 kHz

50 Hz

(8 ohms)
(4 ohms)

(MONO)
(STEREO)

(MONO)
(STEREO)

(MONO)
(STEREO)

0.04o/o

0.04o/o

0.0250/o
0.0250/o

lnput sensitivity

s/N (rHF, A)

Frequency range
Sensitivity
50 dB quieting sensitivity

Tolal harmonic distortion

0 009%
0.O4o/o

+0.8 dB
7 Hz-45 kHz
+0.2 dB
0.5 mV (2.5 mV, IHF'66)

25mV (150 mV, IHF'66)
75 dB (80 dB, tHF ',66)

78 dB (95 dB, IHF ',66)

120 mV (150 mV, 1 kHz)
47 kilohms

27 kilohms
+10 dB- 10 dB
+10 dB- -10 dB
7 kHz,-6 dB/oct.
-r9 dB
150 mV
20
10

4-16 ohms
8-16 ohms

BB-108 MHz
10.8 dBf (1.9 pV, IHF '58)
13 7 dBf (2.7 1tV, IHF '58)

37.2 d3t (39.7 ttV,IHF '58)

0.1 5%
0.350/o

0.1 5%
0.3%
0.30/o

0.4o/o

0.0090/o

0.O4o/o

+0.8 dB
7 Hz- 45 kHz
+0.8 dB
0.5 mV (2 5 mV, IHF '66)

30mV (150 mV, IHF'66)

**r,
0.009%
O.040/o

+0.8 dB
7 Hz-45 kHz
+O,B dB
0.6 mV (2.5 mV, IHF'66)
35mV (150 mV, IHF'66)

75 dB (78 dB, tHF ',66)

80 dB (95 dB, rHF ',66)

75 mV (130 mV, 1 kHz)
47 kilohms
27 kilohms

76 dB (78 dB, rHF ',66)

80 dB (95 dB, tHF ',66)

75 mV (130 mV, 1 kHz)
47 kilohms
27 kilohms

110 dB- -10 dB
;10 dB- -10 dB

+.1 0 dB- 10 dB
+10 dB- 10 dB

FM TUNER SECTION

19 dB
'150 mV
20
10

4-16 ohms
8-16 ohms

88-108 MHz
10 8 dBf (1.9 pV, IHF '58)

14.8 dBf (3.0 pV, IHF '58)

38.3 dBf (45 /rV,lHF'58)
0 18%
0.35%
0.1 8%
0.3%
0.3%
0.4o/o

+9 dB
150 mV
20
10

4-16 ohms
8.'16 ohms

88-108 MHz
10 8 dBf (1.9 sV, IHF'58)
14.8 dBf (3.0 pV, IHF '58)

38.3 dBf (45 /rV, IHF'58)
0.1 B%

0.350/o

0.180/a

0.3o/o

0.30/a

0.40/a

MONO
STEREO
100 Hz

1 kHz

6 kHz

1-



S/N MONO
STEREO

Frequency response
Alternate channel seleclivity
Capture ratio
lmage rejection at 98 MHz
lF reiection at 98 MHz
Spurious response rejection at 98 MHz
AM suppression
Stereo separation 1 kHz

10 kHz
Carrier leak 19 kHz

' 38 kHz
Antenna terminals ( balanced)

(unbalanced)

AM TUNER SECTION

Frequency range
Sensitivity
Selectivity
lmage rejection at 1000 kHz
lF rejection at 1000 kHz

GENERAL

Power consumption
Power supply
Dimensions (W><H:D)

Weight

20 Hz-15 kHz

sA-303

75 dB
70 dB
11 dB, -2 dB
70 dB
1.2 dB
60 dB
75 dB
82 dB
55 dB
45 dB
35 dB
-40 dB
-s0 dB
300 ohms
75 ohms

525-1605 kHz
30 pV, 300 gVlm
30 dB
50 dB
40 dB

210W,260VA
AC 120V, 60 Hz
460 x 149 t 276 mm
(18-1/4" t 5-7/8"

t 10-7/8"\
79kg
(17.4 tb )

sA-202

75 dB
70 dB
+1 dB, 2 dB
68 dB
1.2 dB
55 dB
70 dB
80 dB
50 dB
45 dB
35 dB

-40 dB

-50 dB
300 ohms
75 ohms

sA-101

75 dB
70 dB
+1 dB, -2 dB
65 dB
1.2 dB
55 dB
70 dB
BO dB
50 dB
45 dB
35 dB
-40 dB
-s0 dB
300 ohms
75 ohms

525-1605 kHz 525-1605 kHz
30 pV, 300 pVlm 30 pV, 300 /V/m
30 dB
s0 dB
40 dB

155W
AC 120V,60 Hz
460 r 149 /.276 mm
(18-1/4" :< 5-7/8"

r 10-7/8")
7.0 kg
(15.4 rb.)

30 dB
50 dB
40 dB

1 10W
AC 120V, 60 Hz
440 t 133 x 280 mm
(17-5/16" v.5-1/4"

x 11-1/32")
5.6 kg
(12.3 rb.)

sA-202 sA-101
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MAINTENANCE OF EXTERNAL
SURFACES

To clean, use a soft. dry cloth. lf the surfaces are extremely
drrty, use a soft cloth soaked in a detergent (such as used for
washing dishes, diluted to 1/5 or 1/6 strength), and then wring
the cloth well. Wipe once again with a soft, dry cloth.

ACCESSORIES

o FM indoor antenna (feeder antenna)
. Speaker-circuit protection f uses ..
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FOR SAFE USE OF THIS UNIT

I
1.

Use an ordinary household AC power source
Use lrom an AC power source of high voltage, such as for
air conditloners, is very dangerous.

Be extremely careful not to make a connection to the elec-
trical outlet for a large air conditioner or central-heating unit
which uses high voltage, because there is the possibility of
f ire.

2. A DC power source cannot be used.

I Connection and disconnection of the power
cord plug

1. Wet hands are dangerous.

A dangerous electric shock may result if the plug is touched
by wet hands.

2. Don't pull the power cord.

Always grasp the plug; never pull the cord itself.

AC outlet on rear panel
(not equipped for some countries)
Any equipment connected here should have specified power
consumption or less.

This outlet is exclusively f or the connection of other audio
equipment, such as a tape deck. Be sure the power con-
sumption does not exceed the wattage specified near the
AC outlet.

Never connect other electrical appliances, such as an iron
or toaster.

lf appliances with a large power consumption are con-
nected, an unexpected accident might occur as a result of
overheating.

I Never attempt to repair or reconstruct this unit
A serious electric shock might occur if this unit is repaired,
disassembled or reconstructed by unauthorized persons, or if
the internal parts are accidently touched.

I For families with children
Never permit children to put anything, especially metal, inside
this unit. A serious electric shock or malf unction could occur
if articles such as coins, needles, screwdrivers, etc. are inserted
through the ventilation holes, etc. of this unit.

I Turn olf after use
lf the unit is left for a long time with the power on, this will not
only shorten its usef ul operation life, but may also cause other
unexpected trouble.

I lf water is spilled on the unit
Be extremely careful if water is spilled on the unit, because a

fire or serious electric shock might occur. lmmediately dis-

I Place the unit where it will be well ventilated,
and away from direct sunlight

Place this unit at least 10 cm (4") away f rom wallsurfaces, etc.,
and away from direct sunlight. Be careful that curtains and
similar materials do not obstruct the ventilation holes.

I Keep the unit away from stoves, etc.
Heat can damage the external surfaces as well as internal cir-
cuits and components.

lnsecticides might cause cracks or "cloudiness" in the cabinet
and plastic parts of this unit. The gas used in such sprays might,

I Never use alcohol or paint thinner
These and similar chemicals should never be used, because
they may damage the finish.

I If trouble occurs
lf, during operation, the sound is interrupted or lamps no longer
illuminate, or if abnormal odor or smoke is detected, immedi-
ately disconnect the power cord plug, and contact your dealer
or an Authorized Service Center.

x 6@@

T

't.

2.

Be sure to check the power source carefully, especially on
a ship or other place where DC is used

I Avoid spray-type insecticides
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